
ACPD
9, 20259–20282, 2009

A time-dependent
calibration correction
for solar occultation

instruments

S. P. Burton et al.

Title Page

Abstract Introduction

Conclusions References

Tables Figures

J I

J I

Back Close

Full Screen / Esc

Printer-friendly Version

Interactive Discussion

Atmos. Chem. Phys. Discuss., 9, 20259–20282, 2009
www.atmos-chem-phys-discuss.net/9/20259/2009/
© Author(s) 2009. This work is distributed under
the Creative Commons Attribution 3.0 License.

Atmospheric
Chemistry

and Physics
Discussions

This discussion paper is/has been under review for the journal Atmospheric Chemistry
and Physics (ACP). Please refer to the corresponding final paper in ACP if available.

Technical Note:
A time-dependent calibration correction
for solar occultation instruments
S. P. Burton1,*, L. W. Thomason2, and J. M. Zawodny2

1SAIC, Hampton, Virginia, USA
2NASA Langley Research Center, Hampton, Virginia, USA
*now at: Science Systems and Applications, Inc., Hampton, Virginia, USA

Received: 4 June 2009 – Accepted: 24 August 2009 – Published: 28 September 2009

Correspondence to: S. P. Burton (sharon.p.burton@nasa.gov)

Published by Copernicus Publications on behalf of the European Geosciences Union.

20259

http://www.atmos-chem-phys-discuss.net
http://www.atmos-chem-phys-discuss.net/9/20259/2009/acpd-9-20259-2009-print.pdf
http://www.atmos-chem-phys-discuss.net/9/20259/2009/acpd-9-20259-2009-discussion.html
http://creativecommons.org/licenses/by/3.0/


ACPD
9, 20259–20282, 2009

A time-dependent
calibration correction
for solar occultation

instruments

S. P. Burton et al.

Title Page

Abstract Introduction

Conclusions References

Tables Figures

J I

J I

Back Close

Full Screen / Esc

Printer-friendly Version

Interactive Discussion

Abstract

Solar occultation has proven to be a reliable technique for the measurement of at-
mospheric constituents in the stratosphere. NASA’s Stratospheric Aerosol and Gas
Experiments (SAGE, SAGE II, and SAGE III) together have provided over 25 years of
quality solar occultation data, a data record which has been an important resource for5

the scientific exploration of atmospheric composition and climate change. Herein, we
describe an improvement to the processing of SAGE data that corrects for a previously
uncorrected short-term time-dependence in the calibration function. The variability re-
lates to the apparent rotation of the scanning track with respect to the face of the sun
due to the motion of the satellite. Correcting for this effect results in a decrease in the10

measurement noise in the Level 1 line-of-sight optical depth measurements of approxi-
mately 40% in the middle and upper stratospheric SAGE II and III observations where it
has been applied. The technique is potentially useful for any scanning solar occultation
instrument, and suggests further improvement for future occultation measurements if
a full disk imaging system can be included.15

1 Introduction

The Stratospheric Aerosol and Gas Experiment series of instruments, that includes
SAGE (1979–1981), SAGE II (1984–2005), and SAGE III (2002–2006), employed the
solar occultation technique to provide measurements of the profile of atmospheric
constituents including ozone number density and aerosol extinction coefficient. The20

data sets have been used in a broad range of applications, including climate change
(Hansen et al., 1997), the climate impact of volcanoes (McCormick et al., 1995;
Stenchikov et al., 1998), ozone trends (Solomon et al., 1997, 1998; Randel and Wu,
2007), and aerosol variability and trends (Thomason et al., 1998; SPARC, 2006).

The long lifetime of the instrument has permitted an evolving understanding of re-25

trieval methods that have led to substantial improvements of key data products like
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ozone relative to early versions of the data sets (e.g. Cunnold et al., 1996; Steinbrecht,
2006; Terao and Logan, 2007). Herein, we describe an effort to further enhance the
quality of SAGE data products by recognizing and reducing a previously uncorrected
source of noise, namely the apparent rotation of the scan track across the face of
the sun during the course of a measurement event. The rotation impacts on the nor-5

malization process which is essential in the inference of the vertical dependence of
transmission. In the frame of reference fixed to the satellite, the sun appears to rotate
slightly as it rises or sets, while the scanning continues to be vertical (in the satellite
frame) throughout the observation. This implies a mismatch between the limb darken-
ing function in effect during the calibration phase and the atmospheric measurement10

phase of each observation event. The self-calibration of solar occultation data and the
assumption of constant limb darkening will be described in more detail in the next two
sections.

In Sects. 3.3 and 3.4, we detail the development of a technique to reduce this error
associated with rotation of the scan track. We describe the analysis used to identify15

and ameliorate the calibration error, and thereby to reduce the variance in the transmis-
sion measurements. Comparisons of processed Level 1 SAGE II data with and without
this new correction are presented. The reduction in variance in the middle to upper
stratosphere and above, where the correction is easily applicable, amount to approxi-
mately 40%. The technique outlined here is potentially valuable to any scanning solar20

occultation measurement, not just the SAGE experiments. Furthermore, it suggests
that a full-disk imaging camera on future solar occultation instruments would be highly
useful, for it would allow precise calibration with the appropriate limb darkening function
regardless of the rotation of the instrument relative to the Sun.

1.1 SAGE measurement technique25

The SAGE II mission was terminated in August 2005, after more than 21 years of solar
occultation measurements. The SAGE II data set consists of aerosol extinction mea-
surements at four wavelengths, 1020 nm, 525 nm, 452 nm, and 386 nm; ozone and
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NO2 number density; and water vapor mixing ratio. SAGE II was preceded by the orig-
inal SAGE (now often referred to as SAGE I), which provided ozone, NO2 and aerosol
extinction at 1000 nm and 450 nm. The SAGE III instrument (2002–2006) added to
the suite of data products with temperature and pressure measurements, an expanded
set of nine wavelengths for aerosol extinction profiles, and nighttime lunar occultation5

profiles of ozone, NO2, NO3, and OClO.
The three SAGE instruments make measurements using solar occultation, record-

ing the attenuation of sunlight at multiple wavelengths through the Earth’s limb during
each satellite-observed sunrise and sunset. Solar occultation measurements are in-
sensitive to calibration; in that transmittance measurements are formed by normalizing10

the observations through the atmospheric limb by observations during the same event
whose paths do not intersect the atmosphere. Multiple transmittance measurements
are obtained at each altitude by repeatedly scanning across the face of the sun as it
rises or sets (Chu et al., 1989; SAGE III ATDB, 2002). Figure 1 illustrates an example
of the SAGE data stream as a function of time for a sunrise event. In Level 1 process-15

ing, the measurements are combined to form a mean profile of transmission versus
altitude at each wavelength, plus an uncertainty estimate, which is the input for Level 2
processing, where the contributions by various atmospheric constituents are separated
and the slant path measurements are inverted into vertical profiles (Chu et al., 1989;
SPARC, 2006; SAGE III ATDB, 2002). The uncertainty in the transmission data primar-20

ily consists of altitude registration errors for individual data points and normalization
mismatch errors in registering the corresponding position of in-atmosphere data in the
exoatmospheric scans. For SAGE II, electronic noise is generally well below the count
level and not readily measureable.

As already mentioned, multiple transmittance measurements are obtained at each25

altitude as the instrument repeatedly scans the sun. There are generally several mea-
surements of transmission within each small altitude region, since consecutive scans
overlap by about 50–100%, depending on altitude, the angle between the spacecraft
direction orbit plane and the Sun (the beta angle), and the direction of the scan (with
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the motion of the sun or against it). This redundancy allows for better characteriza-
tion of the atmospheric attenuation and permits the estimation of the uncertainty in the
averaged transmission profiles. The current project aims to reduce the errors in the
normalization step which results in the decrease of the variance in the transmission
measurements and, concomitantly, results in the reduction of the reported measure-5

ment uncertainties for the Level 1 products. Ultimately, the primary goal is to improve
the precision of the Level 2 data products particularly at the upper ranges of where it is
possible to measure them (e.g. ozone between 40 and 60 km).

2 Time dependent limb-darkening curve

2.1 Assumption of constant limb-darkening10

A key part of the processing of solar occultation observations is the calibration of each
vertical scan using a limb-darkening curve, or I0 function, as in the following equation:

T=I/I0 (1)

where T is the transmittance, I is the measured counts, and I0 is the calibration func-
tion. I0 is a function of position on the Sun and is defined by convention in SAGE data15

processing as ranging from 0 (at the “top” of the Sun or the point furthest from the limb
of the Earth from the satellite point-of-view) to 2 (the “bottom” of the Sun). The I0 func-
tion is derived from exoatmospheric scans obtained at the beginning of each sunset
and at the end of each sunrise event. It is primarily due to this self-calibration that the
asset of a multi-decadal record from a single instrument was possible (21 years from20

SAGE II). However, the calibration function (I0) is simply a function of just one dimen-
sion, while the measurements of the limb-darkening are weakly two-dimensional. By
“weakly two-dimensional” we mean that while we can (and have) successfully repre-
sent the measurements as varying only with vertical position along the scan track they
are not actually confined to a single track. Rather there are a family of tracks in which25
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each scan is rotated a fraction of a degree relative to the previous scan throughout an
event. The apparent rotation of the image of the Sun in the field of view is the result
of the orbital motion of the satellite while scanning is always vertically up and down in
the satellite reference frame. The full rotation, depending on a variety of factors, can
be up to ten degrees during the entire course of an event, a time interval of one to5

three minutes. Figure 2 shows a schematic of the SAGE measurement process that
includes the field of view (FOV), scan direction and apparent solar rotation. In our ap-
proach, we treat the effect of this rotation as a small, time-dependent perturbation of
the one-dimensional calibration function.

Rewriting Eq. (1) with the dependent variables specified and with the addition of this10

time-dependent perturbation produces the following:

Ttrue (z)=
I (z, p, t)
I0 (p)

f (t, p) (2)

where z represents the minimum altitude above the Earth’s surface (or “tangent” height)
of the path the sunlight follows through the atmosphere to the instrument; p is the
position on the face of the sun, measured along the scanning track from the top of the15

sun; and t is time.
The assumption of a one-dimensional, time-independent calibration function, or I0

function, has been used for 26 years in SAGE processing and has produced excellent
results. However, further improvement can be obtained by recognizing and correct-
ing for the rotation of the scan track. The rotation of the scan track results in devia-20

tions of the measured transmittance that are not due to atmospheric attenuation, but
rather are due to a slight mismatch between the limb-darkening function obtained from
exoatmospheric observations and the solar image sampled along the slightly different
scan track of a given in-atmosphere scan. This is especially evident and easy to visu-
alize if the scan track skims the edge of a sunspot, which will be seen in the following25

example. A spot can be observed in the exoatmospheric calibration data but missing in
the in-atmosphere scans, or vice versa. In addition, small variations can be observed
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even away from sunspots due to granulation, faculae or other features of the solar pho-
tosphere. A mechanism for identifying the presence of sunspots has been a part of
SAGE processing for many years but it is not possible to eliminate variations due to
other forms of solar inhomogeneity.

The effects of the mismatch can be seen in Fig. 3. Here, normalized transmission5

values are shown for tangent altitudes between 100 and 230 km over the course of
approximately one minute. For the purpose of this demonstration, a sunspot has been
included that would be filtered in normal processing. In the left panel, the data are
shown as a function of altitude. The transmission values cluster around unity because
all the observations were taken outside the atmosphere. Perfect normalization should10

result in a nearly uniform line of transmission with value of unity, with some random
scatter due to instrument noise. The overall scale of the variance is small at all alti-
tudes; however the normalization is noticeably imperfect. For instance, there is a visibly
smaller variance towards the middle of the selected altitude range.

In the right panel of Fig. 3, the same normalized transmission values are shown as15

a function of the position on the sun, or rather, the linear distance along the vertical
scan track. The first thing to notice is that the points with greatest deviation from unity
have been resolved to the same sun position: these points originate from the unfiltered
sunspot. Furthermore, even far from the sunspot, this choice of abscissa highlights
the differences in calibration from scan to scan, since points at the same sun position20

are normalized by the same calibration value. In this display, points originating in the
same scan are connected by a colored line. This color coding reveals the correlation in
the apparent noise from scan to scan, and hints at a time-dependence in the variance.
The noise is not random; instead, each scan appears to be a slight perturbation of
the previous one. This correlation also explains the pattern in the variation in the left25

panel. The normalization function is an average over all the exoatmospheric scans.
The average appears to be more accurate in the middle of the range because there
is a continuous, not random, variation, between measurements at higher and lower
altitudes, or rather at early and late times.
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It is proposed here that the apparent time-dependence and correlation with position
on the sun observed in Fig. 3 and other exoatmospheric SAGE measurements is due
to a growing mismatch between each scan and the limb-darkening function that was
derived from measurements up to a minute earlier or later. We hypothesize that the
observed time-dependence stems primarily from the rotation of the scan plane due to5

satellite orbital motion.
In the next section, a model simulation is presented to support the hypothesis that

scan plane rotation produces apparent noise in the transmission measurement. It’s
followed in Sects. 3.3 and 3.4 by the description of an algorithm to correct for the effect
in SAGE or SAGE-like solar occultation data. Data are presented which show the effect10

of the correction on SAGE II and SAGE III observations.

2.2 Model simulation of time dependent normalization function

In order to qualitatively confirm that the proposed mechanism could be responsible
for the observed correlation in the transmission uncertainties, we have modeled the
orbital geometry and resulting scan patterns. The model combines actual spacecraft15

and solar ephemeris data from a SAGE II event with a CCD image of the sun obtained
from the Gas and Aerosol Measurement Sensor (GAMS) during the second SAGE-III
Ozone Loss Validation Experiment (SOLVE-II) (Pitts et al., 2006). Figure 4 shows a
solar image from the GAMS.

Modeling the SAGE transmission starts with rotating the image by varying degrees,20

determined by the SAGE II ephemeris. Meanwhile the scanning of the SAGE instru-
ment is approximated by taking a series of vertical slices through the rotated images.
Integration is performed on all pixels which fall in the calculated SAGE II field of view to
produce a simulated record of radiance data for each scan. An I0 function is produced
by combining six of these scans at nearby angles, reflecting the fact that SAGE II pro-25

cessing in Version 6.2 and earlier versions used six scans across the face of the sun
to create the I0 function. This composite function is then used to normalize the gener-
ated scan data for the other slices to produce transmission values for each scan. Any
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deviations away from 1.0 in the transmission values can be attributed solely to rotation
of the scan plane, since there is no atmosphere in this simple model and the same
base image is used for all scans. Large errors near the edges of the sun result from
the rotation of a refracted (and therefore not completely circular) solar image. These
errors are not relevant to this study.5

The calculated transmissions are shown in Fig. 5. Although the simulation described
here is a rough experiment and there are notable differences between the GAMS imag-
ing and the measurement environment of SAGE instrument, the visual similarity of the
transmission variations here to those of actual SAGE II events is striking. This supports
the idea that the rotation of the scan track is a likely cause of a significant proportion of10

the observed variance.

2.3 A first-order correction method

In the previous section we noted that the noise pattern in unbinned SAGE transmis-
sions is consistent with rotation of the scan track with respect to features on the face of
the Sun. Time series showing the transmission for selected positions along the scan15

track are shown in Fig. 6. The transmission shown here is normalized by the I0 func-
tion as usual and then normalized again by a “best guess” transmission profile derived
by the same averaging and smoothing process as in the standard production process.
This renormalization isolates the time-dependent part of the transmission measure-
ments, thereby approximating the time-dependent function f (actually 1/f ) introduced20

in Eq. (2). The derived error function is shown in Fig. 6 as a function of scan number
for a few selected sun position values. Each scan does not sample exactly the same
positions along the scan track, so the data were splined onto a grid in sun position to
create Fig. 6. Because of the difficulty in creating an accurate transmission vs. alti-
tude profile in the lower stratosphere and troposphere, the error function values are25

only shown down to approximately 40 km. For this altitude range, the variation in the
error function is surprisingly well captured by quadratic functions, which are also plot-
ted in Fig. 6. The next section will use an alternative way to approach the isolation of
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the effects of the variation in the scan track from the actual atmospheric transmission,
which is to represent time-dependent function as a residual, that is, an additive function
rather than a multiplicative function. Accordingly,

Ttrue (z)=I (z, p, t)/I0 (p)+e (t, p) (3)

where Ttrue represents the true transmission; e (t, p) is an “error” variable; and the other5

variables are as in Eqs. (1) and (2). The “error” variable is the time dependent part,
and is the difference between the true transmission and the calculated transmission,
that is, measured counts divided by the one-dimensional calibration function (I/I0).
Combining Eq. (3) with Eq. (2) shows the relationship between the error variable and
the time dependent I-zero correction, f (t, p)10

f=

(
1+

e(
I
/
I0
)) (4)

In either case, we approximate the function, e or f , by using a best guess transmission
in place of Ttrue(z). Simple fits to the error function are then substituted back in to
produce the time-dependent correction. In the simple method, the correction is applied
by multiplying T by f , although in a full solution the correction is applied specifically to15

the I0 part. Results using the quadratic fits described above are shown in Fig. 7 for a
test event from 1 May 1989. Comparison of the left and right panels in this figure show
a conspicuous decrease in the variance in the unbinned transmission, especially in the
386 nm channel (bottom panels).

This relatively simple approach demonstrates the feasibility of correcting for I0 for20

time-dependent changes. However, some of the simplifications are not optimal for use
in the SAGE II data processing scheme. For instance, we felt that splining onto a grid in
sun position and the use of a global quadratic fit introduce unnecessary error. A more
robust modification of this method has been implemented in routine data production
and is described in the next section.25
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2.4 A second-order method

The following algorithm was implemented for SAGE III version 4.0 data processing
(e.g. Thomason et al., 2009) and for a planned SAGE II version 6.3. Our goal was
to remove as much variation correlated with position on the Sun as possible while
minimizing the risk of being unable to separate the effects of the rotating scan track5

from real atmospheric variability. Accordingly, we moved the cutoff down to 25 km, and
thereby used more measurements in each fit. After subtraction of the altitude based
transmission profile from the individual transmission measurements to produce the
error function, represented in Eq. (3), local fits were calculated for each measurement
point based on nearest neighbors in a combined time and sun-position space. That is,10

for each point in each scan, a set of neighbors is defined which are the error function
estimates for points that are close together in time and linear distance along the scan
(sun position). A local fit, cubic in both variables with cross terms, is calculated on the
neighbors of each point in each scan and applied only to that single point. By applying
the fits only locally, we minimize systematic errors which might otherwise result from15

using a small-order fit. Fitting in the two-dimensional space, using the sun position
variable in addition to the time variable, dispenses with the necessity of splining the
measurements onto a grid, so no loss of accuracy is introduced in that way.

The time dependent I0 correction for each measurement, f (t, p), is derived from the
fits using Eq. (4), and then applied to the calculated I0 function as in Eq. (2). With the20

new calibration function, Level 1 processing is iterated. Figure 8 shows the effect of the
full correction on an event that occurred on 1 May 2005. The final transmission is shown
just before the data are binned to produce a profile. There is a clear reduction in the
scatter and the standard deviation in the 80–100 km region is 30–50% smaller in most
bins above 50 km for the corrected case. Below about 50 km, where there begins to25

be a measurable signal, the uncorrected variance is already smaller, but the corrected
data is still noticeably smoother. Figure 9 shows an example of a 50% reduction of
measurement noise in the SAGE III operational Version 4 transmission data product
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for a single event in October 2003. It should be noted that the reduction in noise is due
to a number of factors of which the variable I0 is a key but not sole component. We
find that the useable extent of the SAGE III ozone profiles increases by nearly a scale
height from 55 km in Version 3 to above 60 km in Version 4.

Because of the better match between each measurement and the new calibration5

function, the time dependent I0 correction improves other parts of the Level 1 process-
ing including the algorithms responsible for aligning scans and locating the edges of
the solar disk. In this way, the time dependent correction also affects measurements
at altitudes lower than the 25 km cutoff. However, it is above the cutoff where the cor-
rection works to greatest effect. Below this level, we use the last corrected I0 available10

from above 25 km.
Although the correction was possible and seemed unbiased in some tests penetrat-

ing down to just a few kilometers above the tropopause, the more conservative cutoff
of 25 km has been adopted for SAGE III Version 4 and the future SAGE II version 6.3
to more confidently avoid the introduction of systematic error. We have retained the15

cutoff for two reasons. Firstly, although the error function is defined as the deviation
between the calculated and true transmission, in practice the “true” transmission must
be approximated. Specifically, we use a “best guess” profile, constructed by smoothing
the data using a boxcar average and a running median, the same algorithm that is
used to generate the final profile from the transmission scatter data. It is possible that20

errors in the best guess transmission profile could lead to errors in the time dependent
correction, and these errors are more likely where the atmosphere has a high degree
of natural variability. There is also some risk of falsely “correcting” or attempting to
correct real atmospheric variability by the method described here. It is possible that
future developments will allow the algorithm to distinguish between real atmospheric25

variability and time dependent calibration errors.
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3 Concluding remarks

In this work we have presented evidence that a previously unacknowledged source of
measurement uncertainty exists in the solar occultation technique. This is the time
dependent error in the calibration function due to the small (<10◦) rotation of the scan
plane about the center of the sun over the course of a measurement event. Correct-5

ing for this effect produces a decrease of 20–50% in the variance of the transmission
measurements (before the measurements are combined into a single profile), at high
altitudes where the correction is most straightforward to implement. While the improve-
ment is smaller and more difficult to apply in the lower stratosphere and troposphere,
we feel that the correction technique and, perhaps more importantly, the realization10

that this error source exists, holds promise for the further improvement of future solar
occultation experiments. Specifically, any solar occultation instrument that is deployed
in tandem with a full sun imaging device can reap great benefits in that the correct cali-
bration function for every scan in any orientation will be able to be precisely determined.
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Fig. 1. The time history of sunrise SAGE event at a single wavelength (1020 nm in this exam-
ple). The sinusoid-like structure is due to the vertical scanning across and off the Sun. The
alternating narrow and wide “waves” are the result of scanning either with or against the effec-
tive direction of the Sun’s motion. For sunrise events, the narrow waves are downward (toward
the Earth) scans whereas the wide waves are upward scans.
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Fig. 2. A schematic of how the Sun appears to a SAGE instrument including to-scale repre-
sentations of the field of view (FOV) for SAGE II and SAGE III. The scan direction is centered
along the center axis of the Sun normal to the Earth’s surface. Dark circles represent sunspots.
In this coordinate system, the Sun appears to rotate such that solar features may either rotate
into or out of the instrument’s FOV.
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Fig. 3. Transmission is shown as a function of altitude (left) and apparent position on the face
of the sun (right) for a SAGE II measurement event on 21 July 2000. Measurements from
the 386 nm wavelength channel are displayed. The vertical axis in the right panel is position
along a vertical line bisecting the solar image, represented in arbitrary units from 0 (top of the
sun as seen from the spacecraft) to 2 (bottom of sun). The data shown here are for slant
paths entirely above the atmosphere (minimum altitude is 100 km). At position approximately
1.1, there is a signature of a large sunspot, which has not been filtered for this demonstration.
Variations in transmission away from unity are due to errors in the limb-darkening curve used
for calibration, as well as instrument noise. Calibration errors are correlated from scan to scan
and are hypothesized to be due to rotation of the scan plane.
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Fig. 4. An 865-nm image of the solar photosphere from the Gas and Aerosol Measurement
Sensor, which flew aboard the NASA DC-8 aircraft during the SOLVE II campaign on 21 Jan-
uary 2003. This image was taken at a solar zenith angle of approximately 83.7◦.
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Fig. 5. Simulated transmissions are shown as a function of position on the face of the sun. The
biases in transmission near the edges of the sun result from faulty edge matching, due to the
image of the sun not being round. Since all scan data are generated from the same image,
deviations from one (except at the edges) are indicative of the amount of variation that can be
expected from rotation of the scan plane alone.

20278

http://www.atmos-chem-phys-discuss.net
http://www.atmos-chem-phys-discuss.net/9/20259/2009/acpd-9-20259-2009-print.pdf
http://www.atmos-chem-phys-discuss.net/9/20259/2009/acpd-9-20259-2009-discussion.html
http://creativecommons.org/licenses/by/3.0/


ACPD
9, 20259–20282, 2009

A time-dependent
calibration correction
for solar occultation

instruments

S. P. Burton et al.

Title Page

Abstract Introduction

Conclusions References

Tables Figures

J I

J I

Back Close

Full Screen / Esc

Printer-friendly Version

Interactive Discussion

0 20 40
Scan number

0.994

0.996

0.998

1.000

1.002

1.004

T
ra

n
sm

is
si

on

0 20 40
Scan number

0 20 40
Scan number

0 20 40
Scan number

0.994

0.996

0.998

1.000

1.002

1.004

T
ra

n
sm

is
si

on

0 20 40
Scan number

0 20 40
Scan number

(a) (b) (c)

(d) (e) (f )

Fig. 6. Transmission, calculated by normalizing the SAGE II measurements against the
exoatmospheric measurements, and then re-normalized for this experiment by dividing by an
average transmission profile, is shown as a function of scan number. The measurement event
shown here occurred on 1 May 1989. The panels show the transmission within a narrow range
of Sun position for channels 1 and 7. Specifically, frames (a)–(c) show channel 1 (1020 nm)
for Sun positions 0.5, 1.0, and 1.5, respectively while frames (d) through (f) show channel 7
(386 nm) for the same Sun positions. Broad scale variation, highlighted by overlaid quadratic
fits, is attributed to apparent changes in the solar structure (granulation, solar faculae) due to
movement of the scan track over the course of the event.
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Fig. 7. Unbinned transmission is shown as a function of altitude between 40 and 60 km for
SAGE II channels 1 at 1020 nm and channel 7. Frames (a) and (b) show uncorrected and
corrected channel 1 while frames (c) and (d) show uncorrected and corrected channel 7. Left
and right panels depict transmission before and after the correction, respectively. The specific
SAGE II measurement event shown here occurred on 1 May 1989.
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Fig. 8. Unbinned transmission is shown in the ozone channel (600 nm) between 40 and 60 km
after all other transmission processing. In frame (a), no time dependent I-zero correction was
made, while data in frame (b) employs the correction as described in Sect. 3.4. The measure-
ment event depicted here occurred on 1 May 2005 at (36.0◦ N, 58.8◦ E).
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Fig. 9. Mean short wavelength transmission error for a single event in October 2003 for Ver-
sion 4 (black) and Version 3 (grey). For this event, the uncertainty is reduced by approximately
50%.
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